ENVI RONMENTAL PROTECTI ON AGENCY
40 CFR Parts 60 and 63
[ AD- FRL- 5463- 1]
RI'N 2060- AD94
Nati onal Em ssion Standards for Hazardous Air Poll utants:

Petrol eum Refi neries; Correction

AGENCY: Envi ronnmental Protection Agency (EPA).

ACTI ON: Final rule; correcting anendnents.

SUMVARY: This action corrects errors and clarifies

regul atory text of the "National Em ssion Standards for
Hazardous Air Pollutants: Petroleum Refineries,” which
was issued as a final rule on August 18, 1995.

EFFECTI VE DATE: June 12, 1996.

FOR FURTHER | NFORMATI ON CONTACT: M. Janes Durham Waste
and Chem cal Processes G oup, Em ssion Standards Division
(MD>-13), U. S. Environmental Protection Agency, Research
Triangle Park, North Carolina, 27711, tel ephone nunber
(919) 541-5672.

SUPPLEMENTARY | NFORMATI ON: On August 18, 1995

(60 FR 43244), the Environnental Protection Agency (EPA)

promul gated in the Federal Register national em ssion

standards for hazardous air pollutants (NESHAP) for
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petroleumrefineries. These regulations were pronul gated
as subpart CC of 40 CFR part 63. The sane notice anended
standards of performance in 40 CFR part 60, subpart VV.
Thi s docunent contains corrections to typographi cal and
cross referencing errors in these subparts. A few
editorial clarifications are also being nmade to clarify
the intent of certain provisions and correct

i nconsi stenci es between different sections of the rule.

| . Description of darifying Changes

A. Conpl i ance Dat es

The conpliance dates in 8 63.640(h) are being
clarified to renpbve an inconsistency regardi ng the
conpliance date for marine tank vessels.

Section 63.640(h) stated that refineries have 3 years to
conmply with the NESHAP unl ess a case-by-case 1-year
extension is granted. However, 8 63.651 cross references
the marine tank vessel loading rule [40 CFR 63, subpart Y
(Septenber 19, 1995; FR 43388)] which allows 4 years to
conply without requiring a case-by-case extension.
Therefore, it was unclear in the rule published on

August 18, whether a conpliance extension is required to
al l ow mari ne tank vessel |oading operations at refineries
4 years to conply. The intent was to be consistent with
subpart Y, unless marine tank vessels are used to

generate credit in an em ssions average.
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Par agraph (h)(3) is being added to 8 63.640 to nmake it
clear that marine tank vessel | oading operations have

4 years to conply. However, if marine tank vessels
loading is used to generate credits for an em ssions

aver age, conpliance nmust be achieved in 3 years unless a
case-by-case extension is granted by the regul atory
authority as provided in 8 63.6(i) of subpart A (the
NESHAP general provisions). Because the other em ssion
points at a refinery included in such an em ssions
average are required to conply within 3 years of

promul gation, the em ssions average woul d not bal ance if
the marine tank vessel |oading was not controlled by the
third year. However, regulatory authorities have the
discretion to allow an extension of up to 1 year for full
i npl enentati on of the em ssions average. This decision
is best nmade on a site-specific basis.

A clarification is also being nade to the wordi ng of

8 63.640(h)(4) which allows Goup 1 storage vessels with
floating roofs to conply at the next degassing and
cleaning activity or wwthin 10 years after pronul gation
of the rule, whichever is first. The clarification wll
insert the phrase "after August 18, 1998" after the words
"cleaning activity". As explained in the pronul gation
preanble, the intent of this provision was to allow an

extension of up to 10 years for floating roof storage



4

vessels to achieve full conpliance, not to require
conpliance prior to the 3-year conpliance tine all owed
for all other em ssion points at refineries. As
originally worded, this paragraph could have been

m sinterpreted as requiring storage vessels that were
degassed prior to the August 18, 1998 conpliance date to
conme into conpliance earlier than the rest of the
refinery.

A clarification is also being made to 8§ 63.640(1)
regardi ng conpliance tinmes and reports for addition of
em ssion points to existing sources. This paragraph of
the pronulgated rule is clear regardi ng addition of
m scel | aneous process vents, storage vessels, gasoline
| oadi ng racks, and nmari ne tank vessel | oadi ng operations,
but did not specifically address equi pnent | eaks.
Responses to comments in section 9 (general nonitoring,
recor dkeepi ng, and reporting coments) of the background
i nformati on docunent for the promulgated rule
(EPA 453/ R-95-015b) clarify that it was not intended that
the addition of punps, valves, and other conponents to an
exi sting source subject to the equi pnment | eaks standard
trigger new source reporting requirenents. The anended
paragraph clarifies that equi pnent |eak conponent
additions renmain subject to existing source and not new

source requirenents.
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Paragraph (m(2) of 8 63.640 has al so been reworded
to clarify the timng of a conpliance schedule submttal
for existing sources when a G-oup 2 enission point
beconmes a G oup 1 em ssion point. The intended 180-day
time period for submtting the conpliance schedul e has
not been changed, but the intent of the previous wording
"within 180 days after the change is made or the
i nformation regardi ng the change is known to the source"
has been clarified by the rewording.

B. Carification of Exenptions

Par agraph (d)(3) of 8 63.640 is being reworded.
Thi s paragraph exenpts equi pnent that is in organic
hazardous air pollutant (HAP) service | ess than 300 hours
per year. This exenption applies to the types of
equi pnent listed in the definition of "equi pnment |eaks"
in 8 63.641. In order to inprove clarity, the specific
types of equipnment to which this exenption applies have
been listed in 8 63.640(d)(3). The list of equipnent
bei ng added to this paragraph exactly matches the |i st
already included in the definition of equi pnent |eaks in
§ 63.641.

An exenption for em ssion points routed to refinery
fuel gas systens is being added to § 63.640(d). This
exenption is specified in the definition of

"m scel | aneous process vent" in 8 63.641. Putting this



6
exenption in the applicability section (8 63.640) makes
it clearer that all em ssions routed to fuel gas systens
are exenpt fromthe rule.

C. Definitions

The definitions of "G oup 1 gasoline |oading rack"
and "Goup 1 marine tank vessel" are being revised for
consistency with 40 CFR part 63 subparts R (the gasoline
distribution NESHAP) and Y (the marine tank vessel
| oadi ng NESHAP). The intent of the refineries NESHAP was
to be consistent with subparts Rand Y in terns of which
| oadi ng operations require control. Sections 63.650 and
63. 651 of the Refineries NESHAP (subpart CC) cross-
reference subparts R and Y for control requirenments for
| oadi ng operations. However, throughput and em ssions
applicability criteria in subparts R and Y were not
correctly incorporated in the Goup 1 definitions in
8§ 63.641. The definition of "Goup 1 gasoline |oading
rack" is being revised to nean a gasoline | oadi ng rack
classified under SIC 2911 that is part of a bul k gasoline
termnal with the capacity to | oad greater than
75,700 liters per year of gasoline. This is consistent
wWith subpart R The definition of "G oup 1 marine tank
vessel " is being revised by changing the em ssion rate
criteria for existing sources from9.1 negagrans per year

of any individual HAP and 13.6 negagrans of any
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conbi nati on of HAPs to 9.1 negagrans per year of any
i ndi vi dual HAP and 22.7 negagrans of any conbi nation of
HAPs. The revised definition also clarifies that these
em ssion rate cutoffs apply only to existing sources, not
to new sources. These clarifications renove
i nconsi stenci es between the definitions in 8§ 63.641 of
subpart CC and the rules cross-referenced in 88 63. 650
and 63. 651.

The definition of storage vessel is being clarified
by renoving the clause "in organic HAP service". This
was a drafting error. The definition was intended to
cover vessels storing organic |iquids. However, the
phrase "in organic liquid service" was used w t hout
recogni zing that it is a defined termused in the
equi pment | eaks section of the rule to indicate equipnent
| eak conponents containing or contacting fluid that is at
| east 5 wei ght percent organic HAP. The preanble to the
final rule (60 FR 43252) and the "G oup 1 storage vessel"
definitions make it clear that storage vessels with | ower
percent organic HAP were intended to be regulated. The
"Group 1 storage vessel" definition contains the correct
organi ¢ HAP wei ght percent cutoffs of 4 percent for
exi sting sources and 2 percent for new sources, which are

di scussed in the preanble for the final rule.
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The definition of "G oup 1 m scell aneous process
vent" is being revised to clarify that the 20 parts per
mllion by volunme cutoff applies to organic HAP rat her
than vol atile organi c conpounds (VOC). This is
consistent with the definition of "m scell aneous process
vent", which includes vents containing greater than
20 parts per mllion by volunme organic HAP and with the
20 parts per mllion organic HAP | anguage in 8 63. 643.
The definitions of "mscellaneous process vent" and
"equi pnent | eaks"” are also being clarified by specifying
that they do not include em ssions from wastewat er
coll ection and conveyance systens. Air em ssions from
wast ewat er systens are regul ated under the wastewater
provisions in 8 63.647 of subpart CC

Definitions of "startup” and "shutdown" are being
added for clarification. These definitions are
consistent with definitions in the subpart A Ceneral
Provi sions and the hazardous organi cs NESHAP (40 CFR 60,
subpart F). Under the General Provisions, 8 63.6(f)(1)
states that emission limts do not apply during startup,
shutdown, and mal function. These definitions nake it
clear that, for purposes of § 63.6(f)(1) and for the
startup, shutdown, and nmal function plan, startup and
shutdown refer to startup and shutdown of refinery

process units or unit operations such as distillation
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units rather than to individual conmponents such as punps.
To further clarify this point, the second sentence in the
definition of "affected source” has been deleted. This
sentence had been interpreted to nean that startup,
shut down, and mal function plans apply to individual
conponents.

O her mnor definition changes are being nade to
correct typographical errors and inprove clarity. For

exanple, in the definition of "em ssion point", the word

gas" is changed to "gasoline", and a definition of
| eakl ess valves is being added to clarify which types of
val ves are excluded fromthe nonitoring requirenents of
the rule.

D. Equations

The term"R' in the equation in 8 63.642(Q)
represents the fraction of emssions froma Goup 1
mari ne tank vessel |oading operation after the required
| evel of control has been applied. The phrase "and 0. 05
for new of fshore | oading termnals"” is being deleted
because of fshore |loading termnals are not subject to
subpart CC. Therefore, this phrase was not relevant to
the refineries NESHAP, and woul d cause confusion.
The EPA is clarifying that the em ssions averagi ng

equations for gasoline |oading racks assune that al

facilities with Goup 1 gasoline |oading racks nust
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conmply with the requirenents of subpart R regarding
vapor -ti ghtness of gasoline cargo tanks | oaded at the
facility, regardl ess of whether em ssions averaging is
used. Therefore, the em ssions credit and debit
cal cul ati on equations do not include ternms for estimating
em ssions from| eakage from gasoline cargo tanks.
(Conpliance with subpart R
vapor-tightness provisions is not a new requirenent.
There is no change to the regul ati on | anguage regardi ng
this point.)

E. Recor dkeepi ng and Reporting

Section 63.642(e) is being revised to state that
records shall be maintained in such a manner that they
can be readily accessed within 24 hours, rather than be
mai ntai ned on-site for 2 years. This change is
consistent with the discussion on this issue in section 9
(general nonitoring, recordkeeping and reporting
coments) of the background information docunent for this
rule. This change was not incorporated in the
pronul gated rul e because of a drafting oversight.

In 8 63.654(d), recordkeeping requirenment for
equi pnrent | eaks are being added that require owners or
operators to keep a list of valves that are designated as
"| eakl ess.” These val ves are exenpt fromthe val ve

nmonitoring requirenents. This recordkeepi ng requirenent
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is consistent with requirenents in equipnent |eak rules
cross-referenced in this subpart, such as 40 CFR part 60,
subpart W. The requirenment was overl ooked when drafting
the cross-references to subpart VW. Omers or operators
are also required to identify equi pnent in process units
that are subject to the rule that are not considered in
organi ¢ HAP service, and reciprocating conpressors and
punps that are exenpt from equi pnent | eak contro
requirenents. These requirenents are consistent with the
hazar dous organi ¢ NESHAP recor dkeepi ng and reporting
requirenments which is cross referenced in the rule.

Section 63.654(h)(1) is being clarified to
explicitly state that reports of startup, shutdown, and
mal function required by 8 63.10(d)(5) do not apply to
Goup 2 emssion points at refineries, unless they are
included in an em ssion average. This is already stated
in table 6, which shows which portions of the NESHAP
general provisions apply to subpart CC. Table 6
specifies, in footnote b, that 8§ 63.10(d)(5) does not
apply to Goup 2 emssion points that are not included in
an em ssion average, but it would be clearer to the
reader to also state this in 8 63.654(h)(1).

In table 4 of 40 CFR part 63, subpart CC, the cross-
references to 8 63.428(i) and (j) of 40 CFR part 63,

subpart R are being deleted. These records and reports
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pertain to recordkeeping provisions of subpart R that are
applicable to facilities that have cal cul ated em ssi ons
frombul k term nals and pi peline breakout stations that
fall below a deminims |evel and are not subject to
40 CFR part 63, subpart CC. In table 6 of subpart CC
the applicability of 8 63.6(h) has been clarified. This
requirenment is referenced in portions of the HON rul e
(40 CFR part 63, subpart G and the general provisions
(40 CFR part 63, subpart A) relating to flares that are
cross-referenced fromsubpart CC, and it was incorrectly
over-ridden in the table. However, paragraphs relating
strictly to opacity renain over-ridden. Paragraphs
specifying the timng of the visible em ssions testing
al so remai n over-ridden because 8 63.645(i) has been
added to 40 CFR part 63, subpart CC to specify the timng
of the visible emssions tests for flares used to conply
with subpart CC. The timng in 8 63.645(i) is consistent
wWth the date the petroleumrefinery notification of
conpliance status is due, and will avoid requiring a
visible em ssions report at a separate tine specified in
8 63.6(h).

In table 3 of 40 CFR part 63, subpart CC, the
comments on the recordkeepi ng and reporting requirenents
in 8 63.182(b) and (c) are being corrected to be

consistent with exenptions allowed in the text.
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I, Cross referencing and typographical errors

Errors in cross-referencing 40 CFR part 63
subparts G and R, 40 CFR part 60 subpart Kb, and ot her
sections within subpart CC are bei ng corrected.

Typogr aphical errors are al so being corrected.

Li st of Subjects in 40 CFR Parts 60 and 63

Envi ronnment al protection, Air pollution control,
Hazardous air pollutants, Petroleumrefineries, Reporting
and recor dkeepi ng requirenents.

Dated: April 17, 1996.

Mary D. Nichol s,

Assi stant Admi nistrator for Air and Radi ati on.
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For the reasons set out in the preanble, parts 60,
and 63 of title 40, chapter I, of the Code of Federa
Regul ati ons are anmended as foll ows:

Part 60- - [ AVENDED]

1. The authority citation for part 60 continues to
read as foll ows:

Authority: 42 U S. C. 7401-7601.

Subpart WV--[ Anrended]

2. Section 60.482-10 is amended by revising

paragraph (j) to read as follows:

8 60.482-10 Standards: C osed vent systens and control

devi ces

(j) Any parts of the closed vent systemthat are
desi gnated, as described in paragraph (1)(1) of this
section, as unsafe to inspect are exenpt fromthe
i nspection requirenents of paragraphs (f)(1)(i) and
(f)(2) of this section if they conply with the
requirenments specified in paragraphs (j)(1) and (j)(2) of
this section:
Part 63--[ Anended]

3. The authority citation for part 63 continues to
read as foll ows:

Authority: 42 U . S.C. 7401 t seq.
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Subpart CC--National Em ssion Standards for Hazardous Air
Pol utants: Petrol eum Refineries

4. Section 63.640 is amended by revising
paragraphs (b) and (d), the | ast sentence of
paragraph (f)(5), (h)(4), the first sentence of
paragraph (h)(5) introductory text,
paragraphs (I)(3)(iv), by adding paragraphs (h)(3)
and (1)(4), revising paragraphs (nm(2) and (n)(4), as
foll ows:

8 63.640 Applicability and desi gnation of affected

source.
ok k% %

(b) For process units that are designed and
operated as flexible operation units, the applicability
of this subpart shall be determ ned for existing sources
based on the expected utilization for the 5 years
follow ng promul gation of this subpart and for new
sources based on the expected utilization for the first
5 years after startup
ok k% %

(d) The affected source subject to this subpart
does not include the em ssion points listed in
par agraphs (d) (1) through (d)(5) of this section.

(1) Stormmater from segregated stormater sewers;

(2) Spills;
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(3) Any punp, conpressor, pressure relief device,
sanpl i ng connecti on system open-ended val ve or |ine,
val ve, or instrunentation systemthat is intended to
operate in organi c hazardous air pollutant service, as
defined in 8 63.641 of this subpart, for |ess than
300 hours during the cal endar year;

(4) Catalytic cracking unit and catal ytic reforner
catal yst regeneration vents, and sul fur plant vents; and

(5) Em ssion points routed to a fuel gas system as
defined in 8 63.641 of this subpart. No testing,
nmonitoring, recordkeeping, or reporting is required for
refinery fuel gas systens or em ssion points routed to
refinery fuel gas systens.
ok % % %

(F) * * *

(5 * * *_ This determnation shall be reported

as specified in 8 63.654(h)(6)(iii).

(3) Marine tank vessels at existing sources shal
be in conpliance with this subpart no | ater than
August 18, 1999 unless the vessels are included in an
em ssions average to generate em ssion credits. Marine
tank vessels used to generate credits in an em ssions

average shall be in conpliance with this subpart no | ater
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t han August 18, 1998 unl ess an extensi on has been granted
by the Administrator as provided in 8§ 63.6(i).

(4) Existing Goup 1 floating roof storage vessels
shall be in conpliance with § 63.646 at the first
degassi ng and cl eaning activity after August 18, 1998, or
within 10 years after pronul gation of the rule, whichever
is first.

(5 An owner or operator may elect to conply with
the provisions of 8§ 63.648(c) through (i) as an

alternative to the provisions of 8 63.648(a) and (b). *

(3) * * *

(iv) Reports and notifications required by
8§ 63.182, or 40 CFR 60.487. The requirenents of
subpart H of this part are sunmarized in table 3 of this
subpart;
ok x % %

(4) If punps, conpressors, pressure relief devices,
sanpl i ng connecti on systens, open-ended val ves or |ines,
val ves, or instrunentation systens are added to an
exi sting source, they are subject to the equi pment | eak

standards for existing sources in 8 63.648. A
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notification of conpliance status report shall not be

required for such added equi pnent.

* * * * *

(n) * * *

(2) The conpliance schedul e shall be submtted
within 180 days after the change is nade, unless the
conpl i ance schedul e has been previously submtted to the
permtting authority. |If it is not possible to determne
until after the change is inplenented whether the
em ssi on point has becone G oup 1, the conpliance
schedul e shall be submtted within 180 days of the date
when the affect of the change is known to the source.
The conpliance schedul e may be submitted in the next
Periodic Report if the change is nmade after the date the
Notification of Conpliance Status report is due.
ok k% %

(n) * * =

(4) After the conpliance dates specified in
paragraph (h) of this section, a Goup 2 storage vessel
that is part of a new source and is subject to 40
CFR 60.110b, but is not required to apply controls by 40
CFR 60. 110b or 60.112b is required to conply only with

this subpart.

* * * * *
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5. Section 63.641 is anended by revising the
definitions of "Affected source", "Em ssion point", the
| ast sentence in "Equi pnent |eak”, "Goup 1 gasoline
| oading rack", "Goup 1 marine tank vessel", "Goup 1
m scel | aneous process vent", the first sentence in
"Storage vessel", and "Tenperature nonitoring device",
and by adding a definition for "Leakl ess val ve",
"Startup”, and "Shutdown" and by addi ng a paragraph (13)
to the definition for "M scel | aneous process vent" to
read as foll ows:

8 63.641 Definitions .

* * * * *

Affected source neans the collection of em ssion

points to which this subpart applies as determ ned by the

criteria in § 63.640.

* * * * *

Em ssi on point neans an individual m scell aneous

process vent, storage vessel, wastewater stream or

equi pnent | eak associated with a petroleumrefining
process unit; an individual storage vessel or equi pnent

| eak associated with a bul k gasoline termnal or pipeline
breakout station classified under Standard |ndustri al
Classification code 2911; a gasoline |oading rack

classified under Standard I ndustrial d assification
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code 2911; or a marine tank vessel | oading operation
| ocated at a petroleumrefinery.

Equi pnent leak * * *. Vents from wast ewat er

coll ection and conveyance systens (including, but not
l[imted to wastewat er drains, sewer vents, and sunp
drains), tank m xers, and sanple valves on storage tanks
are not equi pnent | eaks.

* * * * *

G oup 1 gasoline |oading rack neans any gasoline

| oading rack cl assified under Standard | ndustri al

Cl assification code 2911 that is located within a bul k
gasoline term nal that has a gasoline throughput greater
than 75,700 liters per day. Gasoline throughput shall be
t he maxi mum cal cul ated desi gn throughput for the term nal
as may be limted by conpliance with enforceabl e

condi tions under Federal, State, or local |aw and

di scovered by the Adm nistrator and any other person.

G oup 1 narine tank vessel neans a vessel at an

exi sting source | oaded at any | and- or sea-based term nal
or structure that loads liquid comodities with vapor
pressures greater than or equal to 10.3 kilopascals in
bul k onto marine tank vessels, that emts greater than
9.1 negagrans of any individual HAP or 22.7 negagrans of

any conbi nati on of HAP annually after August 18, 1999, or
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a vessel at a new source | oaded at any | and- or sea-based
termnal or structure that loads liquid comodities with
vapor pressures greater than or equal to 10.3 kil opascals
onto marine tank vessels.

G oup 1 nmiscell aneous process vent neans a

m scel | aneous process vent for which the total organic
HAP concentration is greater than or equal to 20 parts
per mllion by volune, and the total volatile organic
conmpound em ssions are greater than or equal to

33 kilograns per day for existing sources and

6.8 kil ogranms per day for new sources at the outlet of
the final recovery device (if any) and prior to any
control device and prior to discharge to the atnosphere.

* * * * *

Leakl ess valve neans a val ve that has no externa

actuati ng nmechani sm

* * * * *

M scel | aneous process vent * * * (13) Em ssions

from wastewat er collection and conveyance systens
i ncluding, but not limted to, wastewater drains, sewer
vents, and sunp drains.
% % x %

Shut down neans the cessation of a petroleumrefining
process unit or a unit operation (including, but not

l[imted to, a distillation unit or reactor) within a
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petroleumrefining process unit for purposes including,
but not limted to, periodic naintenance, replacenent of
equi pnent, or repair

Startup neans the setting into operation of a
petroleumrefining process unit for purposes of
production. Startup does not include operation solely
for purposes of testing equipnent. Startup does not
i ncl ude changes in product for flexible operation units.

St orage vessel neans a tank or other vessel that is

used to store organic liquids. * * *

Tenperature nonitoring device neans a unit of

equi pnment used to nonitor tenperature and havi ng an
accuracy of +1 percent of the tenperature being nonitored
expressed in degrees Celsius or +0.5 OC, whichever is
greater.
ok k% %

6. Section 63.642 is anended by revising
paragraphs (e) and (g) as foll ows:

8 63.642 (Ceneral standards

* * * * *

(e) Each owner or operator of a source subject to
this subpart shall keep copies of all applicable reports
and records required by this subpart for at |least 5 years
except as otherw se specified in this subpart. Al

appl i cabl e records shall be maintained in such a nmanner



23

that they can be readily accessed within 24 hours.
Records may be nmaintained in hard copy or conputer-
readabl e formincluding, but not limted to, on paper,
mcrofilm conputer, floppy disk, magnetic tape, or
m crofi che.
ok k% %

(g) The owner or operator of an existing source

subject to the requirenents of this subpart shall control

em ssions of organic HAP's to the |level represented by

the foll ow ng equati on:

EA = 0. OZZEPV]_ + ZEPVZ + 0. 05ZES]_ + ZESZ + ZEGLR]_C

+ TEGLRy + (R)SEMW1 + TEWy + sEWM ¢ + EWN

wher e:
Ea = Em ssion rate, nmegagrans per year,
al l owed for the source.
0. 02zEPVq = Sum of the residual em ssions,

megagrans per year, from al
Goup 1 m scell aneous process

vents, as defined in 8 63. 641.
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Sum of the em ssions, negagrans per
year, fromall Goup 2 process vents,
as defined in 8 63.641.
Sum of the residual em ssions,
megagrans per year, fromall Goup 1
storage vessels, as defined in
§ 63.641.
= Sum of the em ssions, negagrans
per year, fromall Goup 2
storage vessels, as defined in
§ 63.641.
Sum of the residual em ssions,
megagrans per year, fromall Goup 1
gasol i ne | oadi ng racks, as defined in
§ 63.641.
Sum of the em ssions, negagrans per
year, fromall Goup 2 gasoline
| oadi ng racks, as defined in § 63.641.
Sum of the residual em ssions
megagrans per year, fromall Goup 1
marine tank vessels, as defined in
8 63.641.
0.03 for existing sources, 0.02 for

new sour ces.
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tEMV2 = Sum of the em ssions, negagrans per
year fromall Goup 2 marine tank
vessel s, as defined in 8§ 63.641.

Sum of the residual em ssions from al

sBEVWM ¢

G oup 1 wastewater streans, as defined
in 8 63.641. This termis cal cul at ed
for each Goup 1 stream according to
the equation for EWVj¢c in
8§ 63.652(h)(6).
T EVWAS = Sum of em ssions fromall Goup 2
wast ewat er streans, as defined in
8§ 63.641.
The emi ssions |level represented by this equation is
dependent on the collection of em ssion points in the
source. The level is not fixed and can change as the
em ssions fromeach em ssion point change or as the
nunber of em ssion points in the source changes.
% % x %
7. Section 63.644 is anended by revising the | ast
sentence of paragraph (d) as foll ows:

8§ 63.644 Mbnitoring provisions for niscell aneous process

vents.

* * * * *
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(dy * * *  In order to establish the range, the
information required in 8 63.654(f)(3) shall be submtted
in the Notification of Conpliance Status report.
ok k% %

8. Section 63.645 is anended by revising
paragraphs (a) and (h)(2), and by addi ng paragraph (i),
as follows:

8 63.645 Test methods and procedures for niscell aneous

process vents .

(a) To denobnstrate conpliance with 8§ 63.643, an
owner or operator shall follow 8§ 63.116 except for
8 63.116 (a)(1), (d) and (e) of subpart G of this part
except as provided in paragraphs (b) through (d) and

paragraph (i) of this section.

(2) Were the recalculated TOC em ssion rate is
greater than 33 kilograns per day for an existing source
or greater than 6.8 kil ograns per day for a new source,
the owner or operator shall submt a report as specified
in 8 63.654(f), (g), or (h) and shall conply with the
appropriate provisions in 8 63.643 by the dates specified
in § 63.640.

(i) A conpliance determ nation for visible

em ssions shall be conducted within 150 days of the
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conpl i ance date using Method 22 of 40 CFR part 60,

Appendi x A, to determ ne visible em ssions.

9. Section 63.646 is anended by revising
par agraphs (a), (d) introductory text, and (d)(9), and
adding (d)(10), as foll ows:

8 63.646 Storage vessel provisions

(a) Each owner or operator of a Goup 1 storage
vessel subject to this subpart shall conply with the
requirenents of 88 63. 119 through 63.121 except as
provi ded in paragraphs (b) through (I) of this section.
ok k% %

(d) References shall apply as specified in
paragraphs (d)(1) through (d)(10) of this section.

(9) Al references to 8 63.139(d)(1) in
8 63.120(d)(1)(ii) of subpart G are not applicable. For
sources subject to this subpart, such references shal
nmean that 40 CFR 61. 355 is applicable.

(10) Al references to 8 63.139(c) in
8 63.120(d)(1)(ii) of subpart G are not applicable. For
sources subject to this subpart, such references shal

mean that 8 63.647 of this subpart is applicable.

* * * * *
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10. Section 63.648 is anended by revising the first
sentences of paragraphs (c¢)(9) and (c)(10) as foll ows:

8 63.648 Equi pnent | eak st andards

* * * * *

(c) * * =
(9) Waen conplying with the requirenents of
8 63.168(e)(3)(i), non-repairable val ves shal
be included in the cal cul ati on of percent
| eaking valves the first tinme the valve is identified as
| eaki ng and non-repairable. * * *
(10) If in phase Il of the valve standard any
val ve i s designated as being | eakl ess, the owner or
operator has the option of follow ng the provisions of 40
CFR 60.482-7(f). * * =
11. Section 63.650 is anended by revising
paragraph (a) as foll ows:

8 63.650 Gasoline |oading rack provisions.

(a) Except as provided in paragraphs (b) through
(c) of this section, each owner or operator of a gasoline
| oadi ng rack classified under Standard Industri al
Classification code 2911 |located within a conti guous area
and under conmmon control with a petroleumrefinery shal
conply with subpart R 88 63.421, 63.422(a) through (c),

63.425(a) through (c), 63.425(e) through (h), 63.427(a)
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and (b), and 63.428(b), (c), (g9)(1), and (h)(1) through
(h)(3).
12. Section 63.651 is anended by revising
par agraph (a) and addi ng paragraph (d), as follows:

8 63.651 Marine tank vessel | oading operation

pr ovi Ssi ons.

(a) Except as provided in paragraphs (b)

t hrough (d) of this section, each owner or operator of a
mari ne tank vessel |oading operation |ocated at a
petroleumrefinery shall conply with the requirenents of
88 63.560 through 63.567.

(d) The conpliance tinme of 4 years after
promul gation of 40 CFR part 63, subpart Y does not apply.
The conpliance tine is specified in 8 63.640(h)(3).

13. Section 63.652 is anended by revising the
equation in paragraph (h)(1) introductory text (the
definitions to the equation remain unchanged) to read as
foll ows:

§ 63.652 Emi ssions averagi ng _provisions
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Credits :1322((0.02) EPV1j y - EPV1j acTual +l32;(EPV2iBASE-EPV2iACTUAd +
Di;[(0.0S) ES1j y -ESLj acTuald * Di;‘ESZiBASE"ESZiACTUAﬂ +
Dz; (EGLR ¢ - EGLRIj acTuAL) + Dii: (EGLR2; pase - EGLRZj acTuald *
D 2 ((0.03) EM1jy - EWIj acTuaLd + D i; (EM2j pasE - EM2j acTuAl +

n m
DZ; (EWAL; ; - EWAL; acTUALY + D;:i‘ (EW; pase - EW2; acTuall

14. Section 63.653 is anended by revising
paragraph (a)(4) as follows:

8 63.653 Mnitoring, recordkeeping., and inplenentation

pl an for eni ssion averadi ng

(a) * * *
(4) For each gasoline loading rack that is
controlled, performthe testing and nonitoring procedures
specified in 88 63.425 and 63.427 of subpart R of this
part except
§ 63.425(d) or § 63.427(c).
15. Section 63.654 is anended by revising
par agraphs (d) introductory text, (d)(3), adding

paragraphs (d)(4), (d)(5), and (d)(6), revising the first
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sentence of paragraph (g)(6)(iii), and revising
paragraphs (g)(8)(ii)(B) and (h)(1), as foll ows:

8§ 63.654 Reporting and recordkeepi ng requirenents

* * * * *

(d) Each owner or operator subject to the equi prment
| eaks standards in 8 63.648 shall conply with the
recor dkeepi ng and reporting provisions in
paragraphs (d)(1) through (d)(6) of this section.
ok x % %

(3) An owner or operator who determ nes that a
conpressor qualifies for the hydrogen service exenption
in 8 63.648 shall also keep a record of the denonstration
required by 8§ 63.648.

(4) An owner or operator nust keep a list of
identification nunbers for valves that are designated as
| eakl ess per 8§ 63.648(c)(10).

(5) An owner or operator nust identify, either by
list or location (area or refining process unit),
equi pnent in organi c HAP service | ess than 300 hours per
year within refining process units subject to this
subpart.

(6) An owner or operator nust keep a list of
reci procating punps and conpressors determ ned to be

exenpt from seal requirenents as per 88 63.648 (f) and

(i).
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(9) * *

(6) * * =

(ii1) Periods of startup and shutdown that neet the
definition of 8 63.641, and mal function that neet the
definition in 8 63.2 and periods of performance testing
and nonitoring systemcalibration shall not be considered
peri ods of excess em ssions. * * *

(8) * * =

(ii) * * =

(B) The information required to be reported by
8 63.428(h)(1), (h)(2), and (h)(3) for each gasoline
| oadi ng rack included in an em ssions average, unless
this information has already been submtted in a separate
report;
ok k% %

(h)y * * =

(1) Reports of startup, shutdown, and nal function
required by 8 63.10(d)(5). Records and reports of
startup, shutdown, and mal function are not required if
they pertain solely to Goup 2 em ssion points, as
defined in 8 63.641 of this subpart, that are not
included in an em ssions average. For purposes of this

par agraph, startup and shutdown shall have the neaning
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defined in 8 63.641 of this subpart, and mal function
shal | have the neaning defined in § 63.2; and
16. Table 3 in the appendices to subpart CCis

anended by revising entries 63.182(b) and (c) to read as

foll ows:
TABLE 3. - EQUI PMENT LEAK RECORDKEEPI NG AND REPORTI NG
REQUI REMENTS FOR SOURCES COWVPLYI NG W TH
8 63. 648
OF SUBPART CC BY COVPLI ANCE W TH SUBPART H
CF TH S PART A
Ref er ence

(section of
subpart H of
this part) Descri pti on Conment

* *x * * *

*

63. 182( b) Initial notification Not required
report requirenments

63. 182(c) Noti fication of Except in
conpl i ance status 8 63.182(c); change
report "within 90 days of

t he conpliance dates”
to "within 150 days
of the conpliance
dates"; except in

88 63.182(c)(2) and
(c)(4).

* * * * * %

a This table does not include all the requirenents
del i neated under the referenced sections. See
referenced sections for specific requirenents.

* * * * *
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17. Table 4 in the appendices to subpart CCis

revised to read as foll ows:

TABLE 4.
RECORDKEEPI NG

GASOLI NE DI STRI BUTI ON EM SSI ON PO NT
AND REPORTI NG REQUI REMENTS &

Ref erence
(section of
subpart R of
this part)

Descri ption

Comment

63. 428(b)

63. 428(c)

63. 428(g) (1)

63. 428(h) (1)
t hrough (h) (3)

a Thi s tabl e does not
del i neat ed under the referenced sections.

Records of test
results for each
gasol i ne cargo
tank | oaded at the
facility

Cont i nuous

nmoni tori ng data
recor dkeepi ng
requi renents

Sem annual report
| oadi ng rack
i nformation

Excess em ssi ons
report | oadi ng
rack i nformation

i ncl ude all

Required to be
submtted with the
periodic report
requi red under

40 CFR part 63
subpart CC.

Required to be
submitted with the
periodi c report
requi red under

40 CFR part 63
subpart CC.

the requirenents

See

referenced sections for specific requirenents.

* * * * *
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18. Table 6 in the appendices to subpart CC is anended
by revising entries 63.6(h)(1) and (2), 63.6(h)(4) and
(5), 63.6(h)(6) and 63.6(h)(7) through (9) to read as

foll ows:

TABLE 6. - GENERAL PROVI SI ONS APPLI CABI LI TY TO SUBPART
Ccca

Appl i es
to
subpart
Ref er ence ccb Conmmrent
63.6(h) (1) and (2) Yes
63.6(h)(4) and (5) No Vi si bl e em ssion
requi rements and
timng in subpart CC
63. 6(h) (6) Yes
63.6(h)(7) through No Subpart CC does not
(9) require opacity

st andar ds.

19. Table 8 in the appendices to subpart CC is anended
by revising the heading of the table, as foll ows:

TABLE 8. - VALVE MONI TORI NG FREQUENCY FOR PHASE 1 |

Bl LLI NG CCDE 6560- 50- P



